
PEDESTRIAN CONCRETE PAVING CITY STANDARD CONCRETE
CURB AND GUTTER

CITY STANDARD BOULEVARD
BRICK AND CONCRETE PAVING LANDSCAPE BOULDER

SHADE STRUCTURE SUPPORT POLESTONE LANDSCAPE EDGINGPEDESTRIAN CONCRETE
PAVING SYSTEM

SHADE SAIL CONNECTION
REFERENCE

SILT FENCE INLET PROTECTION

Po
in
t
Be

gi
nn

in
g

of

POINT OF BEGINNING, INC. HOLDS THE RIGHTS TO COPYRIGHT IN AND TO THESE
PRINTS, DRAWINGS AND DOCUMENTS. NO REPRODUCTION, COPYING, ALTERATION,
MODIFICATION, USAGE, INCORPORATION INTO OTHER DOCUMENTS OR
ASSIGNMENT OF THE SAME MAY OCCUR WITHOUT THE PRIOR WRITTEN
PERMISSION OF POINT OF BEGINNING, INC.

2022 POINT OF BEGINNING, INC.C

REVISIONS

CHECKED:

DRAWN:

DATE
PROJECT NO.

C
iv

il E
ng

in
ee

rin
g

La
nd

 S
ur

ve
yi

ng
La

nd
sc

ap
e 

A
rc

ite
ct

ur
e

SHEETC5.0

49
41

 K
irs

ch
lin

g 
C

ou
rt

St
ev

en
s P

oi
nt

, W
I  

54
48

1
71

5.
34

4.
99

99
 (P

H)
  7

15
.3

44
.9

92
2 

(F
X)

W
.T

.C
.

H
E

C
 L

O
T

C
IT

Y 
O

F 
LA

 C
R

O
SS

E
LA

 C
R

O
SS

E
 C

O
, W

I
C

O
N

ST
R

U
C

TI
O

N
 D

E
TA

IL
S

DSP

MAJ

05/04/2022
22.004

AutoCAD SHX Text
1

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
2

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
3

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
4

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
7

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
6

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
5

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
8

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
9

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
10

AutoCAD SHX Text
C5.0

AutoCAD SHX Text
TOPSOIL

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
4" CONCRETE PAVING

AutoCAD SHX Text
6" OF WisDOT 3/4" DENSE GRADED BASE COURSE

AutoCAD SHX Text
ADJACENT TOPSOIL AND PLANTED AREAS

AutoCAD SHX Text
CONCRETE CURB/BAND SEE KEYNOTES C2.0

AutoCAD SHX Text
JOINTING SAND

AutoCAD SHX Text
UNILOCK PAVERS, TYP. SEE PAVEMENT HATCH PATTERNS C2.0

AutoCAD SHX Text
WisDOT GEOTEXTILE FABRIC, TYPE "R" AS REQUIRED BY DESIGN 

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
COMPACTED BASE OF 34" CRUSHED GRAVEL

AutoCAD SHX Text
1" THICK BEDDING SAND COURSE

AutoCAD SHX Text
NOTES:  1. FINAL BOULDER SELECTION AND PLACEMENT TO BE VERIFIED WITH FINAL BOULDER SELECTION AND PLACEMENT TO BE VERIFIED WITH OWNER AND CONSTRUCTION MANAGER. 2. BURY BOULDER 6" MINIMUM.BURY BOULDER 6" MINIMUM.

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
4" MULCH

AutoCAD SHX Text
NATURAL BOULDER

AutoCAD SHX Text
DENSE GRADED BASE

AutoCAD SHX Text
6" WIDE X 12" LONG NATURAL STONE STRAIGHT EDGING STONE

AutoCAD SHX Text
ADJACENT MULCH/PLANTED AREA

AutoCAD SHX Text
ADJACENT LAWN AREA

AutoCAD SHX Text
4" COMPACTED SUBGRADE

AutoCAD SHX Text
1" MIN. LEVELING SAND BED

AutoCAD SHX Text
SURFACE MAY VARY SEE PLAN

AutoCAD SHX Text
6" DIA. SUPPORT POLE

AutoCAD SHX Text
CONCRETE FOUNDATION

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
NOTES: 1. SEE LAYOUT PLAN FOR TERMINAL/CORNER POST LOCATIONSEE LAYOUT PLAN FOR TERMINAL/CORNER POST LOCATION

AutoCAD SHX Text
ADJACENT PLANTED AREA. SEE PLAN

AutoCAD SHX Text
SILT FENCE

AutoCAD SHX Text
FENCE POST AND ANCHOR

AutoCAD SHX Text
FABRIC

AutoCAD SHX Text
FLOW DIRECTION

AutoCAD SHX Text
TRENCH DETAIL

AutoCAD SHX Text
SILT FENCE TIE BACK WHEN REQUIRED BY ENGINEER

AutoCAD SHX Text
FLOW DIRECTION

AutoCAD SHX Text
EXCESS FABRIC

AutoCAD SHX Text
WOOD POST LENGTH 4' MIN. 2' MIN. DEPTH IN GROUND.

AutoCAD SHX Text
GEOTEXTILE FABRIC WisDOT TYPE "FF"

AutoCAD SHX Text
BACKFILL AND COMPACT TRENCH W/EXCAVATED SOIL.

AutoCAD SHX Text
SUPPORT CARD

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
NOTES: 1. HORIZONTAL BRACE WITH 2"x4" WOODEN FRAME OR HORIZONTAL BRACE WITH 2"x4" WOODEN FRAME OR EQUIVALENT AT TOP OF POST AS DIRECTED BY THE ENGINEER. 2. TRENCH SHALL BE A MINIMUM OF 4" WIDE BY 6" DEEP TO TRENCH SHALL BE A MINIMUM OF 4" WIDE BY 6" DEEP TO BURY AND ANCHOR THE GEOTEXTILE FABRIC. FOLD MATERIAL TO FIT TRENCH AND BACKFILL. NEXT, COMPACT THE TRENCH WITH EXCAVATED SOIL. 3. WOOD POSTS SHALL BE A MINIMUM OF 1-1/8" x 1-1/8" IN WOOD POSTS SHALL BE A MINIMUM OF 1-1/8" x 1-1/8" IN SIZE AND BE MADE FROM OAK OR HICKORY. 4. ATTACH THE FABRIC TO THE POST WITH WIRE STAPLES OR ATTACH THE FABRIC TO THE POST WITH WIRE STAPLES OR WOODEN LATH AND NAILS. 5. WOOD POSTS SHALL MAINTAIN A 3' MAXIMUM SPACING WHEN WOOD POSTS SHALL MAINTAIN A 3' MAXIMUM SPACING WHEN USING STANDARD GEOTEXTILE FABRIC. WHEN WOVEN GEOTEXTILE FABRIC IS USED, THE WOOD POSTS MAY BE SPACED UP TO 8' APART.

AutoCAD SHX Text
GEOTEXTILE FABRIC, TYPE "FF"

AutoCAD SHX Text
FRONT, BACK AND BOTTOM TO BE MADE FROM SINGLE PIECE OF FABRIC.

AutoCAD SHX Text
4"X6" OVAL HOLE SHALL BE HEAT CUT INTO ALL FOUR SIDE PANELS.

AutoCAD SHX Text
USE REBAR OR STEEL ROD FOR REMOVAL

AutoCAD SHX Text
FOR INLETS WITH CAST CURB BOX, USE WOOD 2"X4", EXTEND 10" BEYOND GRATE WIDTH ON BOTH SIDES, LENGTH VARIES. SECURE TO GRATE WITH WIRE OR PLASTIC TIES.

AutoCAD SHX Text
INLET SPECIFICATIONS AS PER THE PLAN DIMENSION LENGTH AND WIDTH TO MATCH

AutoCAD SHX Text
FLAP POCKET

AutoCAD SHX Text
NOTES: 1. USE TYPE D INLET PROTECTION FOR USE TYPE D INLET PROTECTION FOR ALL NON-CURB INLETS 2. USE FLEXSTORM'S CATCH-IT PRODUCT USE FLEXSTORM'S CATCH-IT PRODUCT OR APPROVED EQUAL WITH RIGID FRAME. 3. DO NOT BLOCK THE TOP HALF OF THE DO NOT BLOCK THE TOP HALF OF THE CURB FACE OPENING

AutoCAD SHX Text
MINIMUM DOUBLE STITCHED SEAMS ALL AROUND SIDE PIECES AND ON FLAP POCKETS.

AutoCAD SHX Text
FOR SHADE SAIL CONNECTION REFERENCE DETAILS, SEE: https://shadesails.com/information/posts-2


