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operation. Emergency test button and indicator light located in fixture mounting arm.
Example: DS-WE06-F930A-WT 2Reference output shows 35W output. Multiply by 0.7 to determine output for 22W combinations.
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NOT TO SCALE Phone (800) 526.2588 44 Harbor Park Drive 1600 Distribution Ct 1750 Archibald Avenue
Schedule Fax  (800)526.2585 Port Washington, NY 11050 Lithia Springs, GA 30122 Ontario, CA 91760
Symbol Label QTyY Catalog Number Description Lamp Number Lumens LLF Wattage WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. SEPT 2019
Lamps per Lamp
6 WAC LTG - SURFACE MOUNTED UP/DOWN LIGHT LED 1 3543 0.9 34.6097
W 1 DS-WEO06-F30S-WT
A 2 RAB - WP1FA29 EXTERIOR WALLPAK LED 1 8692 0.9 60.54
D C 9 RAB - WP2FA60 EXTERIOR WALLPAK LED 1 4009 09 | 29.6321
Statistics Project: Type: Project: Type:
Description Symbol | Av Max Min | MaxMin | Avg/Min igol] C ALl i
P Y 9 9 PROFESSIONAL SEAL
Overall Site + 0.7 fc 42.0 fc 0.0fc N/A N/A
Parking X 30fc | 154fc | 04fc | 3851 7.5:1 Prepared By: Date: Prepared By: S
MKR 3/13/2026 MKR 03/13/2026
Driver Info LED Info Driver Info LED Info
Type Constant Current Watts 29W Type Constant Current Watts 60W
120V 0.24A Color Temp 3000/4000/5000K 120V 0.51A Color Temp  3000/4000/5000K
208V 0.14A Color 208V 0.30A Color 81/84/82 CRI
Color: Bronze Weight: 6.6 Ibs 240V 0.13A Accuracy 83/84/82 CRI Color: Bronze Weight: 7.9 Ibs 240V 0.27A gccuracy
277V 0.11A 30 100,000 Hours 277V 0.23A ts’gspan 100,000 Hours
ifespan
Input Watts 29.7/29/29.7W L 1009/4216/428 1 Input Watts 62.7/60.6/62.9W Lumens 8.762/9,140/8,990 Im
Efficacy |13£/3\.A3’/146.1 /145.6 Efficacy I1 n31?\./\8’/1 50.8/142.9
m,
Technical Specifications Technical Specifications
Field Adjustability Electrical Lens: Field Adjustability Electrical Lens: ISSUED FOR APPROVAL
Field Adjustable: Driver: Tempered glass Field Adjustable: Driver: Tempered glass

Color temperature selectable by 3000K, 4000K and
5000K

Compliance
UL Listed:

Suitable for wet locations

IESNA LM-79 & LM-80 Testing:

RAB LED luminaires and LED components have been
tested by an independent laboratory in accordance
with IESNA LM-79 and LM-80.

IP Rating:

Ingress protection rating of IP65 for dust and water

Performance

Lifespan:

100,000-Hour LED lifespan based on IESIm-80 results
and TM-21 calculations

Wattage Equivalency:
Equivalent to 125W Metal Halide

LED Characteristics
LEDs:

Long-life, high-efficiency, surface-mount LEDs

Constant Current, Class 1, 120-277V, 50/60 Hz, 120V:
0.24A,208V: 0.14A, 240V: 0.13A, 277V: 0.11A

Dimming Driver:

Driver includes dimming control wiring for 0-10V
dimming systems. Requires separate 0-10V DC
dimming circuit. Dims down to 10%.

THD:
12.2% at 120V, 13% at 277V

Power Factor:
98.9% at 120V, 93% at 277V

Photocell:
120-277V selectable photocell that can be turned on
and off.

Construction

Cold Weather Starting:
The minimum starting temperature is -40°F (-40°C)

Maximum Ambient Temperature:
Suitable for use in up to 122°F (50°C)

Housing:
Die-cast aluminum

Finish:
Formulated for high durability and long-lasting color

Green Technology:
Mercury and UV free. RoHS-compliant components.

Installation

Mounting:
Wall mount

Other

5-Year Limited Warranty:

The RAB 5-year, limited warranty covers light output,
driver performance and paint finish. RAB's warranty
is subject to all terms and conditions found at
rablighting.com/warranty.

Color temperature selectable by 3000K, 4000K and
5000K

Compliance
UL Listed:

Suitable for wet locations

IESNA LM-79 & LM-80 Testing:

RAB LED luminaires and LED components have been
tested by an independent laboratory in accordance
with IESNA LM-79 and LM-80.

IP Rating:

Ingress protection rating of IP65 for dust and water

Performance

Lifespan:

100,000-Hour LED lifespan based on IESIm-80 results
and TM-21 calculations

Wattage Equivalency:
Equivalent to 250W Metal Halide

LED Characteristics
LEDs:

Long-life, high-efficiency, surface-mount LEDs

Constant Current, Class 1, 120-277V, 50/60 Hz, 120V:
0.51A, 208V: 0.30A, 240V: 0.27A, 277V: 0.23A

Dimming Driver:

Driver includes dimming control wiring for 0-10V
dimming systems. Requires separate 0-10V DC
dimming circuit. Dims down to 10%.

THD:
9.87% at 120V, 14.06% at 277V

Power Factor:
99% at 120V, 89.7% at 277V

Photocell:
120-277V selectable photocell that can be turned on
and off.

Construction

Cold Weather Starting:
The minimum starting temperature is -40°F (-40°C)

Maximum Ambient Temperature:
Suitable for use in up to 122°F (50°C)

Housing:
Die-cast aluminum

Finish:
Formulated for high durability and long-lasting color

Green Technology:
Mercury and UV free. RoHS-compliant components.

Installation

Mounting:
Wall mount

Other

5-Year Limited Warranty:

The RAB 5-year, limited warranty covers light output,
driver performance and paint finish. RAB's warranty
is subject to all terms and conditions found at
rablighting.com/warranty.
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